ConvTRACT NO. (4417

REMOVAL ITEMS

R.0.W.

R.O.W.

¢ IL RTE. 64
40'-0" 40"-0"
1//2" BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE MIX “D”, NS0 (112 LBS/SY-IN)
TYPICAL BUTT JOINT
L2060 12-0" 12'-0" L 60" 20" . MAINLINE
3
o
VARIES VARIES VARIES
14 TO 1:3 2% T0 4%
2% 10 47
—\//; e VARIES
SF 14 TO 13
2!/ BITUMINOUS CONCRETE STEEL P! GUARD RAIL, TYPE A
SURFACE COURSE, SUPERPAVE, LATE BEAM !
MIX “C”, N50 (112 LBS/SY-IN) EXISTING PCC
EXISTING BASE COURSE WIDENING PAVEMENT EXISITNG BITUMINOUS
EXISTING SUB-BASE SHOULDERS (TYP)
1/, BITUMINOUS CONCRETE SURFACE GRANULAR MATERIAL, PAVEMENT MARKING
COURSE, SUPERPAVE, MIX “D, N50 (112 LBS/SY-IN TYPE A
17 AND VAR. LEVELING BINDER (MACHINE EXISTING BITUMINOUS SURFACE REVISIONS
PROPOSED TYPICAL SECTION FAP. RTE. 17 (L RTE. 64
STA. 312+38.7 - STA. 313+19 OVER TRIBUTARY TO KILBUCK CREEK
BRIDGE OMISSION (STA. 313+19 - STA. 314459 SECTION 023 W oy & 2
STA. 314+59 - STA. 316+39-3 ey PROPOSED S.N. 071-0092
ENGINEERS VERT.
SCALE: HORIZ. NTS DRAWN BY KJw
DATE 06/07/2004 CHECKED BY AJS
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1:4 TO 133

EXISTING BASE COURSE WIDENING
EXISTING BITUMINOUS SURFACE

EXISTING SUB-BASE
GRANULAR MATERIAL, TYPE A

ARIES
1:4 TO 123

GUARDRAIL REMOVAL (TYP)

EXISTING BITUMINOUS
SHOULDER (TYP.)

EXISTING PCC PAVEMENT

EXISTING TYPICAL SECTION

STA. 312+38.7 -

STA. 313+19

STA. 314+59 - STA. 315+39.3

R.O.W.

STA. 312429

40’
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17 (123 WPH) BRI&Z  OGLE

STA. T 70 STA. 315+48
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Lgrrummous surFace
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REMOVAL (BUTT JOINT)

1 LEVELING BINDER (MACHINE METHOD) }
SUPERPAVE N50 (112 LBS/SY-IN)

EXISTING PAVEMENT




